
TAVINOX Datasheet

GROOVE EPDM coupling gasket
Product code: GOK01 · EPDM · PN 16

1. PRODUCT IDENTIFICATION

Product name GROOVE EPDM coupling gasket

Product range TAVINOX GROOVE

Product code GOK01

Product type Rubber sealing gasket for grooved couplings

Material EPDM

Colour Black

2. PRODUCT DESCRIPTION

The GROOVE EPDM coupling gasket is a rubber sealing gasket for TAVINOX GROOVE grooved couplings. It seals the grooved pipe joint formed by the TGS

rolled groove.

The gasket is intended for pipework systems with a nominal pressure of PN 16; temperature up to 80 °C in drinking water pipework and up to 110 °C for

other media (e.g. heating). Correct function depends on using a compatible grooved coupling, a correctly formed TGS rolled groove and correct

installation.

3. AREAS OF APPLICATION 4. MATERIAL PROPERTIES

5. OPERATING RANGE

Max. temperature – drinking water: 80 °C

Max. temperature – other media (e.g. heating): 110 °C

Nominal pressure: PN 16 / 1.6 MPa

Operating conditions must always be assessed in relation to the medium, the pressure, the type of installation and the requirements of the specific application.

6. DIMENSION TABLE

CODE NAME DN OD (MM) EAN

GOK01.125 GROOVE Sealing Element DN125 DN125 133 08596683017821

GOK01.150 GROOVE Sealing Element DN150 DN150 159 08596683017852

GOK01.200 GROOVE Sealing Element DN200 DN200 219 08596683017883

GOK01.250 GROOVE Sealing Element DN250 DN250 273 08596683017913

GOK01.300 GROOVE Sealing Element DN300 DN300 323.9 08596683017944

7. UNSUITABLE USE 8. CERTIFICATION AND STANDARDS

EN 681-1 NSF ITC ISO 9001 ISO 14001 CCZ

Certification marks are shown only where the corresponding documentation or
internal approval is available.

9. TECHNICAL SPECIFICATION

PARAMETER VALUE

Product range TAVINOX GROOVE

Product code GOK01

Product type Sealing gasket for grooved couplings

Material EPDM

Colour Black

Hardness 70 Shore A

Nominal pressure PN 16 / 1.6 MPa

Max. temperature – drinking water 80 °C

Max. temperature – other media (e.g. heating) 110 °C

Joint type Grooved pipe joint

Groove type TGS rolled groove

Use for drinking water Yes, according to the available documentation

Use in building services Yes

Resistance to mineral oils No

Resistance to fuels and lubricants No

10. IMPORTANT NOTICE

The sealing material must always be chosen with regard to the actual operating conditions, in particular the type of medium, the operating temperature, the

operating pressure, the design of the joint, the type of pipe and the form of the groove.

The GOK01 gasket is intended for use in compatible TAVINOX GROOVE grooved couplings. Correct function of the joint depends on correct installation, the

matching gasket size and a correctly formed TGS rolled groove.

Using the gasket outside the recommended conditions may adversely affect its function, service life and sealing performance.

The technical data in this document is for information only. The manufacturer reserves the right to make technical changes without prior notice.

TAVINOX GROOVE grooved pipe joints–

pipework systems with the TGS rolled groove–

drinking water pipework–

cold and hot water pipework–

technical pipework in building services–

industrial pipework–

pipe joints up to PN 16–

drinking water up to 80 °C, other media (e.g. heating) up to 110 °C–

EPDM elastomer, 70 Shore A–

black finish–

good resistance to water–

good resistance to hot water–

good resistance to ageing–

good resistance to ozone–

suitable for drinking water installations according to the available documentation–

not suitable for mineral oils, fuels and lubricants–

mineral oils–

fuels and lubricants–

media incompatible with EPDM–

drinking water above 80 °C, other media above 110 °C–

operation above PN 16 unless expressly approved for the system–

joints without a correctly formed TGS rolled groove–

use with incompatible couplings–
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